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Robust splitters for rapid,
reliable connections

Y-SPLITTERS




With our Y-splitters, you can collect, connect and split two signals in
the field. Our comprehensive program offers robust and industrial-grade
Y-splitters with various designs.

All splitters ensure a rapid and reliable connection.

The most important benefits

= Connecting different lines
Comprehensive product range
Various designs

Reliable and rapid connection
High dust and water protection
Robust and industrial grade
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Connection

Version

Rated voltage

Rated current
Degree of protection
PUR, black

PVC, yellow

TPE, yellow
Approval/Conformity

For drawing see page

M12 male/
M8 female/
M8 female

4 4
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1234

www.balluff.com

M12 male/
M12 female/
M12 female

1I 111

3 NEATCIN

12 3 4
I

M12 male, A-coded/
M8 female, A-coded/
M8 female, A-coded

straight/straight/straight

60 V AC/DC

4A

IP67/1P67, IPESK/IP67, IP6OK

BCC M414-M313-M313-U2026-_ _ _ @

BCC M414-M313-M313-U2012-_ _ _®

CE, EAC
154

Do you need more details? Our Product Finder at www.balluff.com provides you with product-specific information,
including technical drawings, data sheets, user guides and more for each individual product. All items are available for download..



M12 male, A-coded/
M8 female, A-coded/
M8 female, A-coded

straight/angled/angled
60 V AC/DC
4 A

IP67/IP67, IPEIK/IP67, IPEOK

BCC M414-M323-M323-U2012-_ _ _®@

CE, EAC
2

M12 male/M8 female/M8 female | M12 male/M12 female/M12 female | 151

S

| BcC M414-mM323-M323 .. BCC M414-M415-M415 ...

M12 male, A-coded/
M12 female, A-coded/
M12 female, A-coded

straight/straight/straight

250 V AC/DC

4A

IP67/IP67, IP68, IP69K/IP67, IP68, IP6OK
BCC M414-M415-M415-U2028-_ _ _®@
BCC M414-M415-M415-U2010-_ _ @
BCC M414-M415-M415-U2002-_ _ @
EAC

2

BCC M414-M425-M425 ...

M12 male, A-coded/
M12 female, A-coded/
M12 female, A-coded

straight/angled/angled

250 V AC/DC

4A

IP67/IP67, IP68, IP6IK/IP67, IP68, IPE9K
BCC M414-M425-M425-U2028-_ _ _®@
BCC M414-M425-M425-U2010-_ __®@
BCC M414-M425-M425-U2002-_ __®@
EAC

2

UNSHIELDED
PUR
PVC
TPE

Black
Yellow

Yellow

003
006
010
020
050

Other cable lengths on request!

0.8m
0.6 m
im
2m

5m

3 x 0.34 mm? -50...4+90 °C
3 x AWG22 —40...+105 °C
3 x AWG22 -50...4+90 °C

—25...490 °C
-5...4105 °C
—25...4105 °C
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Connection

Version

Rated voltage No LED
with LED

Rated current

Degree of protection

No protection circuit, no LED

With suppressor diode, with PNP-LED

Approval/Conformity

For drawing see page

M12 male/ DIN A, 18 mm/
DIN A, 18 mm/ DIN A, 18 mm/
DIN A, 18 mm M12 male

&/ PE S/ PE @/ PE S/ PE

No protection circuit,

no LED
w’ 2 It
<
I
With suppressor dio- With suppressor dio-
de, with PNP-LED* de, with PNP-LED*
A | [k EESHEIES.
I ; ] Il vl i s
o N I | N 1 B
i e
e e
* I LED yellow

Do you need more details? Our Product Finder at www.balluff.com provides you with product-specific information,
www.balluff.com including technical drawings, data sheets, user guides and more for each individual product. All items are available for download..



M12 male/DIN A, 18 mm/DIN A, 18 mm | DIN A, 18 mm/DIN A, 18 mm/M12 male | 153

Sensors

RFID

| BcC M415-vA04-vA04 ... BCC VA04-VA04-M415 ...

Machine Vision and
Optical Identification

M12 male, A-coded/ DIN A, 18 mm, 0°/180°, female/
DIN A, 18 mm, 0°/180°, female/ DIN A, 18 mm, 0°/180°, female/
DIN A, 18 mm, 0°/180°, female M12 male, A-coded
straight/angled/angled angled/angled/straight
60 V AC/DC -
30 V AC/DC 30 V AC/DC ]
£
4A 4A s
IP67/IP67/IP67 IP67/IP67/IP67 ég
[
BCC M415-VA04-VA04-U2005-_ _ _ @ = 2E
BCC M415-VA04-VA04-U2004-_ _ _ @ BCC VA04-VA04-M415-T4075-_ _ _@
CE, EAC CE, EAC
2 166
(7]
s
[’d
Iy
UNSHIELDED
PUR Black 3 x 0.5 mm? -50...-80 °C —25...480 °C
[ =T )
BCC M415-VA04-VAO04 ... 2
(7]
005 0.5m
010 im 2
=
BCC VA04-VA04-M415 ... g
002 02m =
&
004 0.4m =
3
Other cable lengths on request! =
2
=
o
-
(7-]
&
H
I

Accessories
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BCC M414-M313-M313-U2026-...

858 L

/
1

BCC M414-M323-M323-U2012-...

M12x1
@D

M12x1

BCC M414-M415-M415-U2010-...
BCC M414-M415-M415-U2002-...

; 55,8 L .

M12x1

BCC M414-M425-M425-U2010-...
BCC M414-M425-M425-U2002-...

www.balluff.com

BCC M414-M313-M313-U2012-...

BCC M414-M415-M415-U2028-...

BCC M414-M425-M425-U2028-...

BCC M415-VA04-VA04-U2004-...
BCC M415-VA04-VA04-U2005-...
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BCC VA04-VA04-M415-T4075-...
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